


BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 6.0” 4”

Maximum Box Size Infinite 21.0” 20.5”

TAPING SPECIFICATIONS
Belt Speed 60 fpm

Tape Speed 30 cases per min.

Air Requirements None

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 5.0” 4”

Maximum Box Size Infinite 21.0” 20.5”

TAPING SPECIFICATIONS
Belt Speed 60 fpm

Tape Speed 30 cases per min.

Air Requirements None

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 6.0” 4.5”

Maximum Box Size Infinite 19.5” 19.5”

TAPING SPECIFICATIONS
Belt Speed 75 fpm

Tape Speed 30 cases per min.

Air Requirements None

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 4.0” 4.0”

Maximum Box Size Infinite 19.5” 19.5”

TAPING SPECIFICATIONS
Belt Speed 75 fpm

Tape Speed 30 cases per min.

Air Requirements None

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 4.5” 4.5”

Maximum Box Size 24.0” 19.5” 19.5”

TAPING SPECIFICATIONS

Belt Speed 75 fpm

Tape Speed 20 cases per min.

Air Requirements 85 PSI

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 4.0” 4.0”

Maximum Box Size Infinite 19.5” 19.5”

TAPING SPECIFICATIONS

Belt Speed 75 fpm

Tape Speed 20 cases per min.

Air Requirements None

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 5.0” 4.5” 4.5”

Maximum Box Size Infinite 23.0” 23.0”

TAPING SPECIFICATIONS

Belt Speed 75 fpm

Tape Speed 15-20 cases per min.

Air Requirements 80 PSI 

BOX SPECIFICATIONS

Length Width Depth

Minimum Box Size 4.5” 7.0” 4.0”

Maximum Box Size Infinite 27.5” 27.5”

TAPING SPECIFICATIONS
Belt Speed 75 fpm

Tape Speed 30 cases per min.

Air Requirements None

In addition, Eastey offers a full line of specialty 
application tapeheads and heads for competitive 
systems:

• Front L-Clip Tapehead 

• EZ tapehead for 3M machines

• EZ tapehead for Dekka machines

• EZ tapehead for Loveshaw machines

• 2” or 3” tapeheads standard

• Custom widths available

SEMI -AUTOMATIC CASE CLOSING & SEALING
The SB-2EX Semi side belt case taper is designed to 
automatically close all four case flaps and seal the top and 
bottom. The adjustable plow system provides the utmost 
flexibility for varying types of carton sealing applications.






